
★Adapt-A-Lug® Motors
130, 132, 133, 134,
148, 166, 483, 487,
488, 586, 587, 663,
6 6 4

454, 0528, 0529, 167
0530, 0531, 0532,
0533, 0678, 0679

5 6 5, 9404, 9405,
9601, 9602, 9603,
9604, 9605, 9611,
9 6 1 2

THREE, FOUR AND FIVE SPEED – ELECTRICALLY REVERSIBLE
Shaft Diameter Iron Connection

Stock No. Hp Volts RPM** Amps Speeds Capacitor Const. "A" & Length Stack Diagram No.* Notes

9601 1⁄6-1⁄8-1⁄10 277 1075 0.9-0.7-0.6 3 5MFD-370V Open 4-1⁄4 1⁄2 x 5-1⁄2 1 18u 3

0533 1⁄4-1⁄6-1⁄8 115 1075 4.3-2.6-1.9 3 7.5MFD-370V Open 3-3⁄4 1⁄2 x 6 1-1⁄4 37u

130 1⁄4-1⁄6-1⁄8 115 1075 4.3-2.6-1.9 3 7.5MFD-370V Open 3-3/4 1⁄2 x 6 1-1/4 18u 3,4

0530 1⁄4-1⁄6-1⁄8 208-230 1075 1.6-1.0-.81 3 5MFD-370V Open 3-3⁄4 1⁄2 x 6 1-1⁄4 37u

133 1⁄4-1⁄6-1⁄8 208-230 1075 1.6-1.0-.81 3 5MFD-370V Open 3-3/4 1⁄2 x 6 1-1⁄4 18u 3,4

9602 1⁄4-1⁄6-1⁄8 277 1075 1.3-.87-.67 3 5MFD-370V Open 4-1⁄4 1⁄2 x 5-1⁄2 1-1⁄4 18u 3

0532 1⁄3-1⁄4-1⁄6 115 1075 5.1-3.6-2.4 3 7.5MFD-370V Open 4 1⁄2 x 6 1-1⁄2 37u

134 1⁄3-1⁄4-1⁄6 115 1075 5.1-3.6-2.4 3 7.5MFD-370V Open 4 1⁄2 x 6 1-1/2 18u 3,4

148 1⁄3-1⁄4-1⁄6 115 1075 5.6-3.9-3.0 3 5MFD-370V Open 4-1⁄2 1⁄2 x 4-1⁄2 1-3⁄4 18u 2,3,4

565 1⁄3-1⁄4-1⁄6-1⁄7 115 1075 4.6-3.3-2.4-1.9 4 5MFD-370V Open 4-1⁄2 1⁄2 x 3 1-1⁄2 40u 1,5

0529 1⁄3-1⁄4-1⁄6 208-230 1075 2.2-1.7-1.1 3 7.5MFD-370V Open 3-3⁄4 1⁄2 x 6 1-1⁄4 37u

132 1⁄3-1⁄4-1⁄6 208-230 1075 2.2-1.7-1.1 3 7.5MFD-370V Open 3-3/4 1⁄2 x 6 1-1⁄4 18u 3,4

9603 1⁄3-1⁄4-1⁄6 277 1075 1.9-1.4-.85 3 7.5MFD-370V Open 4-3⁄4 1⁄2 x 5-1⁄2 1-3⁄4 18u 3

0531 1⁄2-1⁄3-1⁄4 115 1075 7.2-4.6-3.4 3 10MFV-370V Open 4-1⁄2 1⁄2 x 6 2 37u

166 1⁄2-1⁄3-1⁄4 115 1075 7.2-4.3-3.1 3 10MFD-370V Open 4-1/2 1⁄2 x 6 2 18u 3,4

0528 1⁄2-1⁄3-1⁄4 208-230 1075 3.1-2.1-1.6 3 10MFD-370V Open 4-1⁄2 1⁄2 x 6 2 37u

487 1⁄2-1⁄3-1⁄4 208-230 1075 3.1-2.1-1.6 3 10MFD-370V Open 4-1/2 1⁄2 x 6 2 18u 3,4

149 1⁄2-1⁄3-1⁄4 208-230 1075 3.2-2.0-1.5 3 7.5MFD-370V Open 5 1⁄2 x 5 2-1⁄4 18u 2,3

9604 1⁄2-1⁄3-1⁄4 277 1075 2.5-1.7-1.3 3 7.5MFD-370V Open 5-1⁄4 1⁄2 x 5-1⁄2 2-1⁄2 18u 3

0678 3⁄4-1⁄2-1⁄3 115 1075 10.3-6.8-4.6 3 15MFD-370V Open 5-3⁄4 1⁄2 x 6 2-1⁄2 37u

465 3⁄4-1⁄2-1⁄3 115 1075 10.3-6.8-4.6 3 15MFD-370V Open 5-3⁄4 1⁄2 x 5 2-1⁄2 18u 2,3

9405 3⁄4-1⁄2-1⁄3-1⁄4-1⁄5 115 107510.4-7.6-6.0-4.3-3.3 5 40MFD-370V Open 5-1⁄4 1⁄2 x 3 2-1⁄2 128u 1,2,5

9404 3⁄4-1⁄2-1⁄3-1⁄4-1⁄5 230 1075 5.6-4.2-3.2-2.8-2.3 5 20MFD-370V Open 8 5⁄8 x 3 3 128u 1,2,5

0679 3⁄4-1⁄2-1⁄3 208-230 1075 4.6-3.5-2.0 3 10MFD-370V Open 5-1⁄4 1⁄2 x 6 2-1⁄2 37u

488 3⁄4-1⁄2-1⁄3 208-230 1075 4.6-3.5-2.0 3 10MFD-370V Open 5-1⁄4 1⁄2 x 6 2-1⁄2 18u 3,4

150 3⁄4-1⁄2-1⁄3 208-230 1075 4.6-3.5-2.0 3 10MFD-370V Open 5-1⁄2 1⁄2 x 6 2-1⁄2 18u 2

9605 3⁄4-1⁄2-1⁄3 277 1075 3.9-2.2-1.6 3 20MFD-370V Open 5-1⁄2 1⁄2 x 5-1⁄2 2-1⁄2 18u 3

587 1-1⁄2-1⁄3 115 1075 12.7-7.0-4.3 3 20MFD-370V Open 6 1⁄2 x 6 3 18u 3,4

586 1-1⁄2-1⁄3 208-230 1075 4.9-2.9-1.9 3 20MFD-370V Open 5-1⁄2 1⁄2 x 6 2-3⁄4 18u 3,4

9611 1⁄4-1⁄6-1⁄8 115 1625 3.2-2.5-2.0 3 5MFD-370V Open 4-1⁄2 1⁄2 x 5-1⁄2 1-1⁄4 18u 3

9612 1⁄4-1⁄6-1⁄8 208-230 1625 1.8-1.2-.83 3 5MFD-370V Open 4-1⁄2 1⁄2 x 5-1⁄2 1-1⁄4 18u 3

663 1⁄3-1⁄4-1⁄6 115 1625 4.3-3.2-2.2 3 5MFD-370V Open 4-1⁄2 1⁄2 x 5-1⁄2 1-1⁄2 18u 3,4

454 1⁄3-1⁄4-1⁄6 208-230 1625 2.1-1.3-1.0 3 5MFD-370V Open 4-1⁄2 1⁄2 x 5-1⁄2 1-1⁄2 18u 2

664 1⁄2-1⁄3-1⁄4 115 1625 6.7-4.6-3.6 3 5MFD-370V Open 4-1⁄2 1⁄2 x 5-1⁄2 1-3⁄4 18u 3,4

461 1⁄2-1⁄3-1⁄4 208-230 1625 3.8-2.7-2.3 3 5MFD-370V Open 4-3⁄4 1⁄2 x 6 2 18u 3

483 3⁄4-1⁄2-1⁄3 208-230 1625 4.2-3.0-2.0 3 7.5MFD-370V Open 5-1⁄4 1⁄2 x 6 2-1⁄2 18u 2,3,4

167 3/4-1/2-1/3 115 1075 10.3-6.8-4.6 3 15MFD-370V Open 5-1/2 1/2 x 6 2-1/2 214u 4

5-5/8" Diameter Stock Motors
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Direct Drive Fan & Blower Motors
Permanent Split Capacitor – Energy Efficient, Electrically Reversible
1.0 SF – Sleeve & Ball Bearing – Continuous Duty, Air Over
OEM replacement for Bard, Chrysler, York, Armstrong, Johnson, Janitrol, Bohn, Lennox,
Copeland, Fedders, Heil Quaker, American Standard, Bryant, Westinghouse, Carrier,
Peerless and others. 

Notes: 1. Special OEM Replacement Motor (See Pages 97-122)          2. Ball Bearings          3. Resilient Mounting Rings Included
4. Adapt-A-Lug Motors (See Page 106 for Lugs)          5. Not Electrically Reversible     
*See Pages 160-163 for Connection Diagram      **Approx 150 rpm between speeds
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465, 461
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