@@f ° Supermarket Case Evaporator Fan Motor

Direct Drop-In Replacement

Features:

e Advanced ECM Design
e Castlron

e 15" Leads
e Lyall Plug
e UL/CUL approved E128044
e Up to 65% Efficiency

e Wide temperature range oil for use in evaporators
and condensers

* Tapped & Drilled Mounting Holes Stock No. Watts Volts Amps RPM ROT OSE

» Evaporator Mount 9207F2 69,12 115  20/.30 1550  CW

Standard 3-hole 9208F2 14,1516 115  .47/58 1550 W
Hussmann 4-hole style

» Condenser Mount-Double Boss — 233
(5) #8-36 UNF-2B

TAPPED HOLES SPACED
120° ON 2813 DIA

253 MAX

Electronic control board
425

Spiral grooved shaft
is the heart of the
positive pumping

system, assuring thick
film lubrication for
extended bearing life.

1/4"-20
THREAD

381

?2.32 MAX
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GREEN |COVER

1125 #8-36 UNF-2B TAP .438 3,50 MAX.
H 1 DEEP - 4 HOLES REQ'D
Cast iron bearing and sk se2 - |- BOTH SIDES.

housing for long life and | ( ]
reliability. I

High capacity oil reservoir
continuously supplies cooled,
filtered oil thru the bearing.

H u S S m a n n ~Replaces: 4410547,

Watts Volts Amps RPM ROT OSE

441-547

13 115 47 1725 cw .
e Special shorter body length to fit Hussmann evaporators TR s Seacen # 253 Hx
e Low temperature oil for use in evaporators : i s

1/4"-20
THREAD

3.87
3.81
#2.32 MAX

Green Choice®

Eco - Friendly Electric Motors 83.50 MAX.




